CONCRETE MIXER

POLYETHYLENE DRUM

Durable & easy cleaning
9/16" polyethylene drum
for extended life
and high performance

Heavy duty one-piece
cast iron ring gear
for longer life

Multi-position dump latch
Rugged 14 gauge
steel engine shroud

Oversized dump wheel efficiently ventilated

with handle grip, for easier
control while discharging

Powered with
reliable HONDA
engine or
electric motor

Cast Iron tilting pinion

3x4 square steel
yoke supporting

Heavy duty steel
the drum ey

hood latch rather
than rubber

No extra cost, heavy duty retractable
schedule 80 tow tongue &hitch},
available with 2" ball

or pintle hitch

Reinforced T-frame with
4 gussets for better stability

High speed hubs
Rubber torsion axle for the & wheels

smoothest towingand — —

Heavy duty safety chain <|

handling.

SPECIFICATIONS coP
Batch capacity bags 1to 1-1/2 bags
Batch capacity cu. ft (lts.) 9 cu. ft (260)

BHP Honda GX240 or
Power 1.5HP Baldor electric
Drive V-Belt to gears
Wheels Hilgahiijed
Overall Width in (cms) 50"(127)
Overall Length (with tow pole in) in (cm) 83" (211)
Overall Height (with drum down) in (cm) 67"(170)
Weight (approx.) Lbs (kgs) 580 Lbs (263)

Batch capacity varies, based on ratio of materials used,
Batch size will never equal total volume,
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